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Model Description Unit
No. Widths
PMC Programmable monochromator 1
controller, factory-fitted option only
The 200 Series is a modular system of High voltage power supply for use with
X . i y i 215 photomultipliers, lead sulphide and 1
signal processing eIect(onlcs which aims 3 lead selenide detectors
to provide a computer interface for all of ;
the optical detectors used in light Q 21gm  Optical chopper with modular control 1
measurement systems. 3. electronics
““ Lock-in amplifier for use in chopped
:': . 225 light systems 2
This range of GP-IB programmable units . opgp  Integrating analogue to digital 1
allows the user to configure high quality dc Iql!J converter
and lock-in amplifiers with current voltage
inputs to st all optical detectors. 5 {262 Programmable relay/utility module 1
o
An optical chopper, high voltage supply and — —
programmable relay/utility module can also i DC current amplifier (lectrometer) for
be included to provide an “all-in-one box” . 267 use as a main amplifier in DC systems 1
. ) e oo using current source detectors
optical detection system which is equally at = : -
home in one of our spectroradiometers or as & o, Ultra low noise voltage pre-amplifier
. 4 5 for use with mercury cadmium telluride 1
a general purpose laboratory instrument. 2 detectors
All the modules are housed in the 217 bin Y, Lreampliorforuse m?p(élérﬁgﬁt ]
which includes the necessary stabilised o systems
power supplies and output display facilities.
DH-Py Power outlet for DH-Py detector head 1
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200 Series

Options

The 217 and 217-T provide power,
housing and shielding for all of the 200
Series modules.

The 217-T will accommodate five single-
width units and the 217 will
accommodate eight single-width units or
any combination adding up to the width
of eight single units,

Ordering Information
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217 Standard 217 (8-unit width)
217T Compact 217 (5-unit width)
217-CP Standard 217 with upgraded p.s.u. for use
with peltier cooler controller modules
217T-CP Compact 217 with upgraded p.s.u. for use
with peltier cooler controller modules
Dimensions

Weight: 217 s 4.4kg

217PMC  :5.2kg

217-T :4.3kg

217PMC-T : 5.1kg
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217-T217PMC-T

All dimensions in mm.
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